
Features
• 26” Work height accommodates cash drawers and touch screen monitors
• Grommeted hole in work surface to safely route cords and cables
• 6” x 6” Access hole with edge guard in cabinet back panel
• Accessory vented door with integral handle can be hinged left or right
• Accessory end splashes
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MODELS

TSF Series

TSF18POS

TSF24POS

TSF18POS with optional 
door and end splashes
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MODEL NOS. TSF18POS TSF24POS

LENGTH, INCHES (mm) 18 (457) 24 (610)

SHIP WT. lbs (kg) 45 (20.4) 24-3/4 (29.5)

CONSTRUCTION All stainless steel construction. Underside of top is reinforced with welded brackets and is furnished 
with “sound-deadener”.

BACKSPLASH Stainless steel to match 6” high adjacent equipment (4” optional) with 1” return at top, mechanically 
fastened and sealed to top with stainless support bracket(s).

ACCESS HOLES 1-5/8” I.D. grommeted hole in cabinet top, left & right sides and bottom right corner. 6” x 6” cut-out 
with edge guard in cabinet back.

LEGS 1-5/8” tubular, stainless steel with 1” adjustable stainless steel foot.

DOOR (optional) Stainless steel with vents. Integral handle with dual magnetic door catches. Can be hinged left or 
right. Lock - optional.

ACCESSORIES Door Lock and End Splashes

CABINET 
OPENING


