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MODULAR BAR DIE SYSTEM
MODIFICATIONS & ACCESSORIES

Item #:                     Qty #:

Model #:

Project #:

GENERAL FEATURES:
Exclusively for installation on Advance Tabco  
Bar Die System
Factory installed only. 
Wiring done in field by others.

Outlets & Receptacle Box

LED Lights For Bar Die Wall
Models only supplied as part of die wall - not sold separately

SU-62C
Recessed Duplex Outlet 
• Installed on bartender’s side

SU-BDL-CW
Cool White LED Light  1.5 Watt
• Single box with cover plate

• Requires 24v DC power supply 
   (Optional - sold separately)

• Wiring of die wall not included

SU-BDT-100
LED Light Power Supply 
• 100w, 24v DC output of SU-BDL series  
   LED Lights
• Will power up to 35 SU-BDL series lights
• Wiring not included within bar die wall -  
   supplied loose for field positioning
• Requires 2” free air clearance on all sides  
   except mounting face
• May be mounted vertically or horizontally  
   in a dry location
• Accepts wiring for 120v-277v AC input  
   by others

SU-62F
Receptacle Box Only
• Welded to bar die wall

O.A. Dimensions: 5” x 2” x 3”
Approx. Weight: 1 lb.
Approx. Cu. Ft. 1

O.A. Dimensions: 15” x 4” x 4”
Approx. Weight: 3 lbs.
Approx. Cu. Ft.: 1


