
For Heating Cabinets
quick-order # seen translation for 
on spec sheet ordering opt’s/acc’s

Full-Size (spec sheet #EG60.25A)
FSHC-A . . . . . . . . . HCFNSSN-RA2.25-120
FSHC-B . . . . . . . . . HCFNLSN-RA2.25-120
FSHC-C . . . . . . . . . HCFNSSI-RA2.25-120
FSHC-D. . . . . . . . . HCFNLSI-RA2.25-120
FSHC-E . . . . . . . . . HCFNSSN-RC2.25-120
FSHC-F . . . . . . . . . HCFNLSN-RC2.25-120
FSHC-G. . . . . . . . . HCFNSSI-RC2.25-120
FSHC-H. . . . . . . . . HCFNLSI-RC2.25-120

Half-Size (spec sheet #EG60.25B)
HSHC-A. . . . . . . . . HCHNSSN-RA2.25-120
HSHC-B. . . . . . . . . HCHNLSN-RA2.25-120
HSHC-C. . . . . . . . . HCHNSSI-RA2.25-120
HSHC-D . . . . . . . . HCHNLSI-RA2.25-120
HSHC-E. . . . . . . . . HCHNSSN-RC2.25-120
HSHC-F. . . . . . . . . HCHNLSN-RC2.25-120
HSHC-G . . . . . . . . HCHNSSI-RC2.25-120
HSHC-H . . . . . . . . HCHNLSI-RC2.25-120

Undercounter (spec sheet #EG60.25C)
EUHC-A. . . . . . . . . HCUESSN-RA3.00-120
EUHC-B. . . . . . . . . HCUELSN-RA3.00-120
EUHC-C. . . . . . . . . HCUESSI-RA3.00-120
EUHC-D. . . . . . . . . HCUELSI-RA3.00-120
EUHC-E . . . . . . . . . HCUESSN-RC3.00-120
EUHC-F . . . . . . . . . HCUELSN-RC3.00-120
EUHC-G. . . . . . . . . HCUESSI-RC3.00-120
EUHC-H. . . . . . . . . HCUELSI-RC3.00-120

For Proofing Cabinets
quick-order # seen translation for 
on spec sheet ordering opt’s/acc’s

Full-Size (spec sheet #EG60.26A)
FSPC-A . . . . . . . . . PCFNSSN-RA2.25-120
FSPC-B . . . . . . . . . PCFNLSN-RA2.25-120
FSPC-C . . . . . . . . . PCFNSSI-RA2.25-120
FSPC-D. . . . . . . . . PCFNLSI-RA2.25-120
FSPC-E . . . . . . . . . PCFNSSN-RC2.25-120
FSPC-F . . . . . . . . . PCFNLSN-RC2.25-120
FSPC-G. . . . . . . . . PCFNSSI-RC2.25-120
FSPC-H. . . . . . . . . PCFNLSI-RC2.25-120

Half-Size (spec sheet #EG60.26B)
HSPC-A. . . . . . . . . PCHNSSN-RA2.25-120
HSPC-B. . . . . . . . . PCHNLSN-RA2.25-120
HSPC-C. . . . . . . . . PCHNSSI-RA2.25-120
HSPC-D . . . . . . . . PCHNLSI-RA2.25-120
HSPC-E. . . . . . . . . PCHNSSN-RC2.25-120
HSPC-F. . . . . . . . . PCHNLSN-RC2.25-120
HSPC-G . . . . . . . . PCHNSSI-RC2.25-120
HSPC-H . . . . . . . . PCHNLSI-RC2.25-120

Undercounter (spec sheet #EG60.26C)
EUPC-A. . . . . . . . . PCUESSN-RA3.00-120
EUPC-B. . . . . . . . . PCUELSN-RA3.00-120
EUPC-C. . . . . . . . . PCUESSI-RA3.00-120
EUPC-D. . . . . . . . . PCUELSI-RA3.00-120
EUPC-E . . . . . . . . . PCUESSN-RC3.00-120
EUPC-F . . . . . . . . . PCUELSN-RC3.00-120
EUPC-G. . . . . . . . . PCUESSI-RC3.00-120
EUPC-H. . . . . . . . . PCUELSI-RC3.00-120

For Heated/Proofing Cabinets
quick-order # seen translation for 
on spec sheet ordering opt’s/acc’s

Full-Size (spec sheet #EG60.27A)
FSHPC-A . . . . . . . . HPFNSSN-RA2.25-120
FSHPC-B . . . . . . . . HPFNLSN-RA2.25-120
FSHPC-C . . . . . . . . HPFNSSI-RA2.25-120
FSHPC-D. . . . . . . . HPFNLSI-RA2.25-120
FSHPC-E . . . . . . . . HPFNSSN-RC2.25-120
FSHPC-F . . . . . . . . HPFNLSN-RC2.25-120
FSHPC-G. . . . . . . . HPFNSSI-RC2.25-120
FSHPC-H. . . . . . . . HPFNLSI-RC2.25-120

Half-Size (spec sheet #EG60.27B)
HSHPC-A. . . . . . . . HPHNSSN-RA2.25-120
HSHPC-B. . . . . . . . HPHNLSN-RA2.25-120
HSHPC-C. . . . . . . . HPHNSSI-RA2.25-120
HSHPC-D. . . . . . . . HPHNLSI-RA2.25-120
HSHPC-E. . . . . . . . HPHNSSN-RC2.25-120
HSHPC-F. . . . . . . . HPHNLSN-RC2.25-120
HSHPC-G. . . . . . . . HPHNSSI-RC2.25-120
HSHPC-H. . . . . . . . HPHNLSI-RC2.25-120

Undercounter (spec sheet #EG60.27C)
EUHPC-A. . . . . . . . HPUESSN-RA3.00-120
EUHPC-B. . . . . . . . HPUELSN-RA3.00-120
EUHPC-C. . . . . . . . HPUESSI-RA3.00-120
EUHPC-D. . . . . . . . HPUELSI-RA3.00-120
EUHPC-E . . . . . . . . HPUESSN-RC3.00-120
EUHPC-F . . . . . . . . HPUELSN-RC3.00-120
EUHPC-G. . . . . . . . HPUESSI-RC3.00-120
EUHPC-H. . . . . . . . HPUELSI-RC3.00-120

Translate model number of Panco® Transport Cabinet. 
To order options and accessories, the cabinet “quick-order” numbers (seen on spec sheets #EG60.25A - EG60.27C) must be
translated. Please refer to the appropriate chart below for translation, then refer to the back page for options and accessories. 
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Panco® Transport Cabinet
Options and Accessories

Specification Sheet

Spec sheets available for viewing, printing or downloading from our online literature library at www.eaglegrp.com

For custom configuration or fabrication needs, contact our SpecFAB® Division.
Phone: 302-653-3000 • Fax: 302-653-3091 • e-mail: specfab@eaglegrp.com

Certifications / Approvals

Standard Quantity of Slides

description of slides model # model #

fits Narrow-Width Units 357068 357071

fits Extended-Width Units 357074 357077

fits Wide-Width Units 357080 357083

description of units quantity

half-size units with narrow width 8 pairs

half-size units with optional extended width 5 pairs

half-size units with optional wide width 8 pairs

undercounter units with optional extended width 5 pairs

full-size units — all widths 12 pairs

Note: On undercounter and half-size units, maximum pan capacity
is met without additional slides required. On full-size units,
additional slides are required to obtain maximum pan capacity. 

wire slide

Wire and Wire Universal Slides See back page for other Transport Cabinet Options & Accessories. 

wire 

universal slide

Wire Slides* Wire Universal Slides**

* “RA” in translated model numbers; ** “RC” in translated model numbers. 



add to
description model #
narrow width – 317⁄8˝ N
extended width – 321⁄2˝ E
wide width – 397⁄8˝ W

Spec sheets available for viewing, printing or downloading from our online literature library at www.eaglegrp.com
Although every attempt has been made to ensure the accuracy of the information provided, we cannot be held responsible for 

typographical or printing errors. Information and specifications are subject to change without notice. Please confirm at time of order. 
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description add prefix
heated, full-size - 761⁄2˝ height HCF

heated, half-size - 40˝ height HCH

heated, undercounter - 301⁄2˝ height HCU

proofing, full-size - 761⁄2˝ height PCF

proofing, half-size - 40˝ height PCH

proofing, undercounter - 301⁄2˝ height PCU

heated/proofing, full-size - 761⁄2˝ height HPF

heated/proofing, half-size - 40˝ height HPH

heated/proofing, undercounter - 301⁄2˝ height HPU

(#1) Types and Sizes of Cabinet

Each design element has two or more choices listed in each of the following charts. To spell out a model number, choose the
designated letters and/or numbers from the charts below, starting with Chart #1 “Types and Sizes of Cabinets” and ending with
Chart #8 “Voltage Types”. 

How to build a model number for order options & accessories: 
The following lists all of the components that make up a model number.

(#2)
Cabinet Widths
Note: all undercounter cabinets available in Extended
Width only. 

add to
description model #
wire slides RA
wire universal slides RC

(#6) Types of Slide

add to
description model #
standard single door S
dutch door* D
pass-through single door P
pass-through dutch doors* PD

*Available only on full-size cabinets. 

(#4) Door Types

description add suffix
120-volt, 20-amp 120
120-volt, 15-amp 120A
208-volt, 15-amp 208
240-volt, 15-amp 240

(#8) Voltage Types
See “Plug Configurations” below for each voltage type
listed in chart. add to

description model #
solid S
with polycarbonate window L

(#3) Door Styles

add to
description model #
insulated* I-
non-insulated N-

Insulation(#5) 

add to add to
description model # description model #
standard 2.25˝ 2.25- standard 3˝ 3.00-
custom (other #) custom (other #)

(#7) Angle Slide Spacing
21⁄4˝ (57mm) standard spacing for Narrow- and Wide-width
units, 3˝ (76mm) for Extended-Width units. 
for Narrow- and Wide-Width Units for Extended-Width Units

(#1)..... 

(#2)..... 
(#3)..... 
(#4)..... 
(#5)..... 
(#6)..... 
(#7)..... 
(#8).....

Types & Sizes of Cabinets (heated, proofing, or heated/proofing cabinets; full-size, half-size, 
or undercounter height)
Cabinet Widths (narrow-, extended-, or wide-width)
Door Styles (solid or with polycarbonate window)
Door Types (standard single door, dutch doors, pass-through single doors, or pass-through dutch doors)
Insulation (insulated or non-insulated)
Types of Slides (wire slides or wire universal slides)
Angle Slide Spacing (standard or custom)
Voltage Types (120-volt 20-amp, 120-volt 15-amp, 208-volt 15-amp, or 240-volt 15-amp)

Design elements: Chart #: 

Choices of each design element
make up the model number.

HCF N S S I- RA 2.25- 120

NEMA 5-20 for

120V 20A units

NEMA 5-15 for

120V 15A units

NEMA 6-15 for 208V 15A

and 240V 15A units

Plug Configurations

*Wide-width units available in insulated only. 


