
Applications
• Ice machines
• Coffee makers
• Steamers
• Combi-ovens
• Drain lines

Specifications
Tubing material: Surethane®

Maximum Operating Pressure: 100 psig
Maximum Operating Temperature: 160°F

Swirl Hose
Sizes: 1⁄4" to 1⁄2" (8 to 15mm)
Lead Free Dormont Swirl Hoses are designed to quickly and easily connect water-fed appli-
ances and equipment to water supply lines, providing trouble-free installations that save you 
time and money.

Flexible construction is made of durable, retractable, NSF certified Surethane®, providing 
ease of mobility of the equipment and an installation that will not kink or crack like ordinary 
copper tubing.

*The wetted surface of this product contacted by consumable 
water contains less than 0.25% of lead by weight.

For Commercial Applications
ES-D-SwirlHose

LEAD FREE*

Job Name   ––––––––––––––––––––––––––––––––––––––––––– Contractor   ––––––––––––––––––––––––––––––––––––––––––––
Job Location   ––––––––––––––––––––––––––––––––––––––––– Approval   –––––––––––––––––––––––––––––––––––––––––––––
Engineer   ––––––––––––––––––––––––––––––––––––––––––––– Contractor’s P.O. No.   ––––––––––––––––––––––––––––––––––
Approval   ––––––––––––––––––––––––––––––––––––––––––––– Representative   ––––––––––––––––––––––––––––––––––––––––

  SKU   –––––––––––––––––––––––––––––––––––––––––––––––––

Dormont product specifications in U.S. customary units and metric are approximate and are provided for reference only. For precise 
measurements, please contact Dormont Technical Service. Dormont reserves the right to change or modify product design, construction, 
specifications, or materials without prior notice and without incurring any obligation to make such changes and modifications on Dormont 
products previously or subsequently sold. Refer to the owner's manual for warranty information.



Swirl Hose Assemblies - Fixed Male NPT x Swivel Female NPS

Swirl Hose Assemblies - Fixed Male NPT x Fixed Male NPT with Quick-Disconnect (See Picture D)

Coffee Machine Kit (1/4" ID) - Fixed Male NPT x Swivel Female NPS

Part Number
(Specify Length*)

Inner Diameter
(Inches)

Length* (Inches)

(Add length in inches to the root part number – xx)

71-1114 – xx 1/4

48 7272-2124 – xx 3/8

73-3134 – xx 1/2

71 Series comes with a 1⁄4" male NPT x 1⁄4" female NPT elbow (See Picture A)

72 Series comes with a 3⁄8" male NPT x 3⁄8" female NPT elbow (See Picture A)

73 Series comes with a 1⁄2" male NPT x 1⁄2" male NPT elbow (See Picture B)

Part Number
(Specify Length*)

Inner Diameter
(Inches)

Length* (Inches)

(Add length in inches to the root part number – xx)

71-1115 – xx 1/4

48 7272-2125 – xx 3/8

73-3135 – xx 1/2

71 Series comes with a 1⁄4" male NPT x 1⁄4" female NPT elbow (See Picture A)

72 Series comes with a 3⁄8" male NPT x 3⁄8" female NPT elbow (See Picture A)

73 Series comes with a 1⁄2" male NPT x 1⁄2" male NPT elbow (See Picture B)

Part Number
(Specify Length*)

Female Flare Fitting
(See Picture C)

Length* (Inches)

(Add length in inches to the root part number – xx)

71-1118 – xx 1/4'' M NPT x 1/4'' F flare
48 72

71-1128 – xx 1/4'' M NPT x 3/8'' F flare

71 Series Coffee Machine Kit comes with a 1/4" male NPT x 1/4" female NPT elbow  
(See Picture A)
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