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A P P L I C A T I O N / S I Z I N GI N S T A L L A T I O N  T I P S O P E R A T I O N  T I P S

A-10  10"  C lear  Hous ing

Clear filter housing

A-10 10" Clear Housing: EV9100-01A-10 10" Clear Housing: EV9100-01 10" utility housing

Holds any 10" drop-in filter or softening
cartridge

Clear bowl with mounting bracket

Versatile basic design accomodates many
applications

Install vertically so bowls hang down.

Allow 2-1/2” clearance below the cartridge for
easy cartridge replacement

Make sure o-ring on bowl is sufficiently
lubricated

Always screw on bowls by hand; Do not use a
housing wrench.

Change cartridges on a regular 6 month
preventative maintenance program

Change cartridges according to cartridge
specifications

For foodservice applications

Utility housing holds most 10" drop in cartridges

EV9100-01



A-10  10"  C lear  Hous ing

Overall Dimensions: 12-1/2”H x 4-7/8”W x

4-7/8”D

Inlet connection:  1/2” FNPT

Outlet connection:  1/2” FNPT

Service Flow Rate:  Maximum 5 gpm (19 Lpm)

Pressure Requirements:  10 psi -125 psi

(0.7 – 8.6 bar), non-shock

Temperature:  35°F - 100°F (2-38°C)

No electrical connection required

Shipping Weight:  4 lbs.

Operating Weight:  5 lbs.

A-10 10" Clear Housing

Everpure
1040 Muirfield Drive
Hanover Park, IL 60133

Everpure water treatment systems (excluding replaceable elements)
are covered by a limited warranty against defects in material and
workmanship for a period of five years after date of purchase.
Everpure replaceable elements (filter cartridges and water treatment
cartridges) are covered by a limited warranty against defects in
material and workmanship for a period of one year after date of
purchase. See printed warranty for details. Everpure will provide a
copy of the warranty upon request.


